
 
 
 
 

 
 
 

The Stargazer 
[dual channel reverb] 

 



Power Type 
Never guess when powering a pedal.  Although most pedals use similar power, there are 
exceptions.  There are a lot of power supplies on the market, so IF IN DOUBT, ASK!!  Your 
pedal can be damaged by even a few seconds of exposure to the wrong type of power.   
 
9V DC  
Negative Center 
2.1mm Barrel 
 

Specs 
Dimensions: 4.7” x 3.7” x 1.96” 
Current Draw:  75 mA 
Switching: True-Bypass 
 

Controls 
Mix: Controls the volume of the wet reverb signal that is added to the dry signal.  The dry signal is untouched 
and remains at unity on all settings 
Sparkle: Adds an ethereal, “shimmery” quality to the reverb without unnatural pitch shifting.  With the 
sparkle switch off, the reverb sounds more traditional and “hall-esque.” 
Decay: Controls how long the reverb signal “dwells.”  Can self-oscillate in some settings 
 

Footswitches/LEDs 
Left Footswitch / Yellow LED: These act as a master on/off switch.  When the Yellow LED is on, the 
pedal is on. 
Right Footswitch / Bi-Color LED: These act as a channel selector; pressing this footswitch will change 
presets.  There are two identical channels of reverb (red and blue).  The active channel matches the LED color.   
 

Usage Tips 
The Stargazer is two identical reverbs in one enclosure, allowing you to dial in two reverb setting and switch 
seamlessly.  Typically I will set one channel to a thick, ambient setting and the second channel to a more 
traditional amp-like reverb.   
 
The Sparkle switch is where a lot of the pedals unique character comes from and helps you stand out in a live mix.  
The Sparkle switch does not pitch-shift like many reverbs, but accomplishes much the same purpose and feel of an 
octave shimmer, but in a more natural, ear-pleasing manner.   
 
The Stargazer does self-oscillate and ramp with higher decay settings, so take some time to find the sweet spot.  
 


